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Cable gland IP66, DW...R, DW...RM type
FEATURES & BENEFITS

glands without fixing nut and seal

for indoor applications

MECHANICAL DATA

Material
body: polyamide 6.6; seal: PVC 
plasticized, coloured with a plugging 
membrane

Colour grey (RAL 7035)

Operating temperature [°C] -5 ÷ +70

NOTE!

Nuts and seals are to be ordered separately.

CERTIFICATES & STANDARDS

IP degree of protection IP66

Flammability class UL 94 V2

Standards EN 62444; type A

Type Index Ergom E L For spanner A M thread PG thread
Cable external 
diameter [mm]

Quantity in 
package [pcs]

DW 7R     (10 PCS) E03DK-01170100103 9 18 15 PG7 3÷6 10
DW 9R     (10 PCS) E03DK-01170100203 9 22 19 PG9 4÷8 10
DW 11R     (10 PCS) E03DK-01170100303 9 22 22 PG11 5÷10 10
DW 13R     (10 PCS) E03DK-01170100403 10 23 24 PG13,5 7,5÷13 10
DW 16R     (10 PCS) E03DK-01170100503 10 23 26 PG16 9,5÷15 10
DW 21R     (10 PCS) E03DK-01170100603 11 29 32 PG21 13÷19 10
DW 29R     (10 PCS) E03DK-01170100703 12 29 41 PG29 15÷25 10
DW 36R     (10 PCS) E03DK-01170100803 14 35 52 PG36 21÷32 10
DW 42R E03DK-01170100901 16 40 59 PG42 26÷38 1
DW 48R E03DK-01170101001 18 42 65 PG48 31÷44 1
DW 12RM     (10 PCS) E03DK-01170200103 8 18 15 M12x1,5 3÷6 10
DW 16RM     (10 PCS) E03DK-01170200203 8 22 19 M16x1,5 4÷8 10
DW 20RM     (10 PCS) E03DK-01170200303 9 23 24 M20x1,5 7,5÷13 10
DW 25RM     (10 PCS) E03DK-01170200403 11 29 32 M25x1,5 13÷19 10
DW 32RM     (10 PCS) E03DK-01170200503 11 29 41 M32x1,5 15÷25 10
DW 40RM     (10 PCS) E03DK-01170200603 13 35 52 M40x1,5 21÷32 10
DW 50RM E03DK-01170200701 13 40 59 M50x1,6 26÷38 1
DW 63RM E03DK-01170200801 14 42 65 M63x1,7 31÷44 1
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