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Cable gland IP68, DP...Z, DP...ZM type

It differs from the DP...H gland because the fixing nut has fine ribs on the inner 
part which catch the wings and lock the nut, i.e. protect it against unscrewing 
caused by mechanical vibrations.

FEATURES & BENEFITS

glands with enhanced resistance to vibrations

gland with cap nut and internal lamellas

for indoor applications

MECHANICAL DATA

Material korpus: poliamid 6.6; uszczelka 
- NBR

Halogen-free yes

Colour grey (RAL 7035)

Operating temperature [°C] -30 ÷ +80

NOTE!

- gland and nut in a kit, without sealing washer;
- black available on request (RAL 9005).

CERTIFICATES & STANDARDS

IP degree of protection IP68 (with sealing washer)

Flammability class UL 94 V2

Standards EN 62444; type A

Type Index Ergom E L For spanner A M thread PG thread
Cable external 
diameter [mm]

Quantity in 
package [pcs]

DP 7 Z     (100 PCS) E03DK-01060100101 8,5 20 16 PG7 3,0÷6,0 100
DP 7 Z     (10 PCS) E03DK-01060100103 8,5 20 16 PG7 3,0÷6,0 10
DP 13 Z     (100 PCS) E03DK-01060100401 10,0 27 24 PG13,5 6,0÷12,0 100
DP 16 Z     (100 PCS) E03DK-01060100501 10,5 28 27 PG16 9,0÷14,0 100
DP 21 Z     (50 PCS) E03DK-01060100601 11,5 30 33 PG21 13,0÷18,0 50
DP 29 Z     (10 PCS) E03DK-01060100703 11,5 38 42 PG29 15,0÷25,0 10
DP 36 Z     (10 PCS) E03DK-01060100801 16,0 45 51 PG36 20,0÷31,0 10
DP 42 Z     (10 PCS) E03DK-01060100901 16,5 48 63 PG42 28,0÷38,0 10
DP 48 Z E03DK-01060101003 16,5 48 66 PG48 34,0÷43,0 1
DP 16 ZM     (100 PCS) E03DK-01070100101 8,5 24 22 M16x1,5 5,0÷10,0 100
DP 20 ZM     (100 PCS) E03DK-01070100201 10,0 27 24 M20x1,5 6,0÷12,0 100
DP 50 ZM     (10 PCS) E03DK-01070100601 16,0 48 63 M50x1,5 28,0÷38,0 10
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