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Self-adhesive slotted trunking, KOPDS type

The KOPDS is slotted trunking, 2 m long, equipped with self-adhesive tape for 
bonding to a clean and degreased surface of supporting structures.
Possible to install SES separators and CO holders.

FEATURES & BENEFITS

self-adhesive slotted trunking for horizontal and vertical routing of 
cables in switchgear

cables can be branched in any bundle section

good mechanical protection of bundles

LOGISTIC DATA

Quantity in package [pcs] 1

DIMENSIONS

Length [m] 2

MECHANICAL DATA

Material PCV

Operating temperature [°C] -20 ÷ +60

Colour grey RAL 7030

NOTE!

The flammability class does not apply to the self-adhesive tape.

CERTIFICATES & STANDARDS

Flammability class UL 94 V0

Standards EN 50085-1; EN 50085-2-3

Type Index Ergom S H A
Number of separators 

[pcs] Useful cross-section [mm²] Design

KOPDS 25X25/2 E02KK-01010401400 25 25 11 - 480 A
KOPDS 25X40/2 E02KK-01010401500 25 40 11 - 760 A
KOPDS 25X60/2 E02KK-01010401600 25 60 11 - 752 A
KOPDS 25X80/2 E02KK-01010401700 25 80 12 - 1214 A
KOPDS 40X25/2 E02KK-01010401800 40 25 11 - 1930 A
KOPDS 40X40/2 E02KK-01010401900 40 40 11 - 2530 A
KOPDS 40X60/2 E02KK-01010402000 40 60 11 - 3316 A
KOPDS 60X40/2 E02KK-01010402100 60 40 11 2 4040 A
KOPDS 60X60/2 E02KK-01010402200 60 60 11 2 3046 A
KOPDS 60X80/2 E02KK-01010402300 60 80 12 2 4215 A
KOPDS 80X40/2 E02KK-01010402400 80 40 11 2 2530 B
KOPDS100X40/2 E02KK-01010402500 100 40 11 2 3316 B
KOPDS 120X40/2 E02KK-01010402600 120 40 11 2 4040 B
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