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Corrugated conduit elbow IP66 for WTG conduits, WKD type

The tube is screwed into the gland. Before that the rubber insert of glands is 
screwed on the end of conduit.

FEATURES & BENEFITS

connectors used to route WTG conduits into enclosures, PG 
threads

high degree of protection - IP66

LOGISTIC DATA

Quantity in package [pcs] 10

MECHANICAL DATA

Material polypropylene

Halogen-free yes

Operating temperature [°C] -20 ÷ +90

Colour black

NOTE!

Glands with nuts in a kit (without seal).

CERTIFICATES & STANDARDS

IP degree of protection IP66

Type Index Ergom For spanner A L E H B PG thread Tube type

WKD 9/9     (10 PCS) E03DK-07020100101 25 55 12 35 24 PG9 WTG 9, WTG 9 GY
WKD 11/9     (10 PCS) E03DK-07020100201 25 60 12 35 24 PG11 WTG 9, WTG 9 GY
WKD 16/13     (10 PCS) E03DK-07020100401 41 74 12 50 35 PG16 WTG 13, WTG 13 GY
WKD 21/21     (10 PCS) E03DK-07020100501 41 74 12 50 35 PG21 WTG 21, WTG 21 GY
WKD 29/29     (10 PCS) E03DK-07020100601 48 95 15 70 44 PG29 WTG 29, WTG 29 GY
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