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Fitting, FKD, FKD...BK type

Used for quick connecting WTE type conduits; easy disassembly (by bending 
the wings)

FEATURES & BENEFITS

connectors used to route WTE conduits into enclosures, PG threads

repeated installation possible

grey or black

MECHANICAL DATA

Material polyamide 6

Halogen-free yes

Operating temperature [°C] -40 ÷ +120

Colour grey; black (BK)

NOTE!

N.../H, N.../H BK nuts and UUPE gland seals have to be ordered separately.

CERTIFICATES & STANDARDS

IP degree of protection IP54

Type Index Ergom
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FKD 7     (10 PCS) E03DK-07050100001 13 20,5 10 46,5 PG7 6,5 10,0 WTE 7, WTE 7L, WTE 7R, WTE 7W 10
FKD 9     (10 PCS) E03DK-07050100101 18 25,0 10 53,0 PG9 9,6 13,0 WTE 9, WTE 9L, WTE 9R, WTE 9W 10
FKD 11     (10 PCS) E03DK-07050100201 19 25,5 10 54,5 PG11 11,6 15,8 WTE 11, WTE 11L, WTE 11R, WTE 11W 10
FKD 13     (10 PCS) E03DK-07050100301 22 29,5 10 58,5 PG13,5 14,0 18,6 WTE 13, WTE 13L, WTE 13R, WTE 13W 10
FKD 16     (10 PCS) E03DK-07050100401 26 31,5 11 59,0 PG16 16,5 21,2 WTE 16, WTE 16L, WTE 16R, WTE 16W 10
FKD 21     (10 PCS) E03DK-07050100451 32 38,5 11 74,0 PG21 21,7 28,5 WTE 21, WTE 21L, WTE 21R, WTE 21W 10
FKD 29     (10 PCS) E03DK-07050100501 40 47,0 12 89,0 PG29 27,7 34,5 WTE 29, WTE 29L, WTE 29R, WTE 29W 10
FKD 36 E03DK-07050100603 50 58,0 12 107,0 PG36 35,2 42,5 WTE 36, WTE 36L, WTE 36R, WTE 36W 1
FKD 48 E03DK-07050100703 64 72,0 13 121,0 PG48 46,5 54,5 WTE 48, WTE 48L, WTE 48R, WTE 48W 1
FKD 7 BK     (10 PCS) E03DK-07050101001 13 20,5 10 46,5 PG7 6,5 10,0 WTE 7, WTE 7L, WTE 7R, WTE 7W 10
FKD 9 BK     (10 PCS) E03DK-07050101111 18 25,0 10 53,0 PG9 9,6 13,0 WTE 9, WTE 9L, WTE 9R, WTE 9W 10
FKD 11 BK     (10 PCS) E03DK-07050101211 19 25,5 10 54,5 PG11 11,6 15,8 WTE 11, WTE 11L, WTE 11R, WTE 11W 10
FKD 13 BK     (10 PCS) E03DK-07050101311 22 29,5 10 58,5 PG13,5 14,0 18,6 WTE 13, WTE 13L, WTE 13R, WTE 13W 10
FKD 16 BK     (10 PCS) E03DK-07050101411 26 31,5 11 59,0 PG16 16,5 21,2 WTE 16, WTE 16L, WTE 16R, WTE 16W 10
FKD 21 BK     (10 PCS) E03DK-07050101451 32 38,5 11 74,0 PG21 21,7 28,5 WTE 21, WTE 21L, WTE 21R, WTE 21W 10
FKD 29 BK     (10 PCS) E03DK-07050101501 40 47,0 12 89,0 PG29 27,7 34,5 WTE 29, WTE 29L, WTE 29R, WTE 29W 10
FKD 36 BK E03DK-07050101603 50 58,0 12 107,0 PG36 35,2 42,5 WTE 36, WTE 36L, WTE 36R, WTE 36W 1
FKD 48 BK E03DK-07050101703 64 72,0 13 121,0 PG48 46,5 54,5 WTE 48, WTE 48L, WTE 48R, WTE 48W 1
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