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Heat-shrink panels, PLT type

They are used to seal single cable cores, branches and joints in power 
engineering and telecommunication.
The cable is wrapped using the panel, and then a closing rail made of spring 
stainless steel is pushed over its edges. 
The outer surface of the panel is covered with spots of green thermal paint, 
which changes color to black once the required shrink temperature is reached.

FEATURES & BENEFITS

heat-shrink panels with adhesive for cable insulation repair

for professional repairs of external cable sheath

UV resistant and halogen-free

LOGISTIC DATA

Quantity in package [pcs] 1

DIMENSIONS

Length [m] 1

ELECTRICAL DATA

Breakdown strength [kV/mm] 10

MECHANICAL DATA

Material cross linked polyolefin with hot melt 
adhesive

Halogen-free yes

UV Resistance yes

Recommended shrinking 
temperature [°C] 100 ÷ 125

Operating temperature [°C] -25 ÷ +110

Shrinkage factor 3,5:1

Colour black

Wall thickness on full shrinkage - s 
[mm] 2,5

Type Index Ergom Inside diameter on delivery D [mm] Inside diameter in full shrinkage d [mm]

PLT 50/15 E05ME-01070100101 54 9
PLT 75/22 E05ME-01070100201 75 19
PLT 105/30 E05ME-01070100301 104 29
PLT 122/38 E05ME-01070100401 138 37
PLT 170/58 E05ME-01070100601 188 48
PLT 210/55 E05ME-01070100801 238 52
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