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Cable grommet, HV type
FEATURES & BENEFITS

plastic grommets

protection of cables routed through holes in boxes/switchgear, 
particularly ones made of metal

snap-fastening

LOGISTIC DATA

Quantity in package [pcs] 100

MECHANICAL DATA

Material polyamide 6.6

Halogen-free yes

Operating temperature [°C] -40 ÷ +85

CERTIFICATES & STANDARDS

Flammability class UL 94 V2

Type Index Ergom A B C L Colour

HV 3 BK     (100 PCS) E01PK-01010100501 6,4 3,2 8,0 8,0 black
HV 5 BK     (100 PCS) E01PK-01010100601 7,6 4,8 12,0 8,0 black
HV 6 BK     (100 PCS) E01PK-01010100700 9,5 6,3 12,0 10,3 black
HV 8 BK     (100 PCS) E01PK-01010100800 11,1 8,0 15,0 10,3 black
HV 9 BK     (100 PCS) E01PK-01010100901 12,7 8,2 14,5 10,3 black
HV 12 BK     (100 PCS) E01PK-01010101000 16,1 12,2 18,6 10,3 black
HV 15 BK     (100 PCS) E01PK-01010101101 19,1 14,3 21,5 10,3 black
HV 16 BK     (100 PCS) E01PK-01010101200 19,6 16,0 24,0 11,5 black
HV 19 BK     (100 PCS) E01PK-01010101301 22,0 17,3 23,8 11,5 black
HV 21 BK     (100 PCS) E01PK-01010101401 25,1 19,1 28,0 11,5 black
HV 24 BK     (100 PCS) E01PK-01010101501 29,7 24,1 32,5 11,5 black
HV 29 BK     (100 PCS) E01PK-01010101601 38,1 29,0 41,2 11,5 black
HV 6 WT     (100 PCS) E01PK-01010100100 9,5 6,3 12,0 10,3 white
HV 8 WT     (100 PCS) E01PK-01010100200 11,1 8,0 15,0 10,3 white
HV 12 WT     (100 PCS) E01PK-01010100300 16,1 12,2 18,6 10,3 white
HV 16 WT     (100 PCS) E01PK-01010100400 19,6 16,0 24,0 11,5 white
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