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Spiral protective conduit made from PVC, WTG type

A tube made of soft PVC reinforced with a spiral of hard PVC. Used in 
aggressive atmospheres. Resistant to mostly aggressive media occurring in 
industry, such as grease, diluted acids and bases. It can operate under marine 
climate conditions. Relatively high strength to mechanical damages. Resistant 
to mechanical vibrations. Suitable for such connections where occasional 
movements are required (several bends a day). Owing to high flexibility, it is 
recommended to protect the cables on approach to devices difficult to access.
The product is CE marked.

FEATURES & BENEFITS

flexible protective conduits made of soft PVC and reinforced with 
hard PVC spiral

combination of two materials gives excellent technical performance, 
i.e. ensures flexibility and mechanical strength

wide range of sizes (12 sizes)

MECHANICAL DATA

Operating temperature [°C] -5 ÷ +60 (without moving: -20 ÷ +60)

Compression strength 320 N

CERTIFICATES & STANDARDS

IP degree of protection IP66

Flammability class EN 61386-1 pt. 6.5.1 - flame retardant

Standards EN 61386-1; EN 61386-23

Type Index Ergom d D Colour
Min. bending 
radius [mm]

Nominal size of the 
connector

Quantity in 
package [m]

WTG 7     (30 M) E03DK-09030100101 10 14,7 black (RAL 9005) 25 7 30
WTG 9     (30 M) E03DK-09030100201 12 16,4 black (RAL 9005) 36 9 30
WTG 11     (30 M) E03DK-09030100301 14 18,9 black (RAL 9005) 35 11 30
WTG 13     (30 M) E03DK-09030100401 16 20,7 black (RAL 9005) 40 13 30
WTG 16/25M     (25 M) E03DK-09030100501 18 22,5 black (RAL 9005) 45 16 25
WTG 20     (30 M) E03DK-09030100551 20 24,7 black (RAL 9005) 48 20 30
WTG 21     (30 M) E03DK-09030100601 22 27,7 black (RAL 9005) 50 21 30
WTG 25     (30 M) E03DK-09030100651 25 30,6 black (RAL 9005) 56 25 30
WTG 29     (30 M) E03DK-09030100701 28 33,5 black (RAL 9005) 63 29 30
WTG 32     (30 M) E03DK-09030100751 32 38 black (RAL 9005) 70 32 30
WTG 36     (30 M) E03DK-09030100801 40 46,4 black (RAL 9005) 85 36 30
WTG 48     (30 M) E03DK-09030100901 50 57,2 black (RAL 9005) 100 48 30
WTG 21 GY     (30 M) E03DK-09030200601 22 27,7 grey (RAL 7035) 50 21 30
WTG 48 GY     (30 M) E03DK-09030200901 50 57,2 grey (RAL 7035) 100 48 30
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