FEATURES & BENEFITS

Conduit clip for WTE conduit, UROP type

M holder for parallel installation of WTE conduits

MECHANICAL DATA

Material polyamide 6
Operating temperature [°C] -40 + +120
Colour black (RAL 9005)
DIMENSIONS

B 20
CERTIFICATES & STANDARDS

Flammability class UL 94 V2

Standards

EN 61386-1:2011; EN 61386-25:2012

Quantity in
Type Index Ergom Tube type package [pcs]

UROP 7

UROP 9

UROP 11
UROP 13
UROP 16
UROP 21
UROP 29
UROP 36
UROP 48

Date of
publication:

(10 PCS)

(10 PCS)
(10 PCS)
(10 PCS)
(10 PCS)
(10 PCS)
(10 PCS)
(10 PCS)
(5 PCS)

17/7/2026

E03DK-07500002101
E03DK-07500002201
E03DK-07500002301
E03DK-07500002401
E03DK-07500002501
E03DK-07500002601
E03DK-07500002701
E03DK-07500002801
E03DK-07500002901
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22,5 WTE 7, WTE 7L, WTE 7R, WTE 7W

22,5 WTE 9, WTE 9L, WTE 9R, WTE 9W

26,5 WTE 11, WTE 11L, WTE 11R, WTE 11W
32,0 WTE 13, WTE 13L, WTE 13R, WTE 13W
32,0 WTE 16, WTE 16L, WTE 16R, WTE 16W
41,0 WTE 21, WTE 21L, WTE 21R, WTE 21W
48,0 WTE 29, WTE 29L, WTE 29R, WTE 29W
57,5 WTE 36, WTE 36L, WTE 36R, WTE 36W
70,0 WTE 48WTE 48L, WTE 48R, WTE 48W
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