Installation holders, Ul type

FEATURES & BENEFITS

M reliable mounting to wall with screw

M for wide range of tube diameters i
M for surface-mounted installations i "‘"

MECHANICAL DATA L ) '
Material polyamide 6.6

Operating temperature [°C] -30 + +85

Colour grey

DIMENSIONS

w 17

CERTIFICATES & STANDARDS

Flammability class UL 94 HB

NOTE!

Holders of all sizes can be connected with “dovetail” type catches.

Allowable load Cable external Quantity in package
Type Index Ergom [EL diameter [mm] [pcs]

Ul 4-8 (100 PCS) E01UI-01010100101 7x4

Ui 8-12 (100 PCS) E01UI-01010100201 10 8+12 22 22 11 x4 100
Ul 12-16 (100 PCS) E01UI-01010100301 14 12+ 16 27 30 13x4 100
Ul 16-23 (100 PCS) E01UI-01010100401 18 16 + 23 31 34 17 x4 100
Ul 20-25 (100 PCS) E01UI-01010100501 22 20+ 25 35 38 17 x4 100
Ul 25-32 (100 PCS) E01UI-01010100601 30 25+ 32 45 48 24 x4 100
Ul 32-40 (50 PCS) E01UI-01010100701 40 32 +40 55 55 26 x4 50
Ul 40-50 (50 PCS) E01UI-01010100801 50 40 + 50 70 70 39x4 50

Graphic project, pictures and all technical data and descriptions in this catalogue are protected by Polish and international copyright laws.
Datg Of, 171712026 Names and logos used in the content of this catalogue may be trademarks, for which ZAE Ergom Sp. z 0.0. has exclusive protection rights.
publication: ZAE ERGOM reserves the right for changes in the assortment and parameters of its products.

www.ergom.com &2 RGN




