Hole plug, HP type

FEATURES & BENEFITS

M plastic hole plugs

M to plug temporarily unused holes

M snap-fastening

LOGISTIC DATA
Quantity in package [pcs] 100

MECHANICAL DATA

Material polyamide 6.6

Halogen-free yes

Operating temperature [°C] -40 + +85 "
CERTIFICATES & STANDARDS —
Flammability class UL 94 V2
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HP-8 (100 PCS) E01PK-01090100101 11,9 black
HP-10 (100 PCS) E01PK-01090100200 9,5 13,0 10,5 black
HP-11 WT (100 PCS) E01PK-01090110250 11,1 15,0 10,5 white
HP-11 (100 PCS) E01PK-01090100250 11,1 15,0 10,5 black
HP-13 (100 PCS) E01PK-01090100301 12,7 16,9 10,5 black
HP-16 (100 PCS) E01PK-01090100400 16,0 19,8 10,5 black
HP-19 (100 PCS) E01PK-01090100501 19,1 22,9 10,5 black
HP-20 WT (100 PCS) E01PK-01090110550 19,6 24,0 10,5 white
HP-20 (100 PCS) E01PK-01090100550 19,6 24,0 10,5 black
HP-22 (100 PCS) E01PK-01090100601 22,0 24,9 11,3 black
HP-25 (100 PCS) E01PK-01090100701 251 28,3 11,5 black
HP-30 (100 PCS) E01PK-01090100801 30,0 34,2 11,5 black
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