Dies with fast click lock fastenin

FEATURES & BENEFITS

Dies with fast-click lock fastening; replacement without any tools
(e.g. screwdriver, Allen wrench, etc.)

separate crimping socket for each cable cross-section

crimping shape: “trapeze”, “notch”, “oval’, “wrapped” - depending on
selected die

KIKIE

MECHANICAL DATA

Length [mm)] 35
Socket code Cable cross-section
Type Index Ergom no. [mm?] Terminal group imping shape
1 0.5-1 KOI, KWI, KIl, KLI, NI, WI, GlI,
M-A-l1 0,5-6 E06PZ-03130520201 2 1,5-2,5 NCI, WCI, GCI (PA, PC, PVC, oval 0,05
HEAT-SHRINK)
3 4-6
1 1-1,5
2 2,5 A
M-B-N 1,5-10 E06PZ-03130520301 B = KO, KW, KI, KOR, KL indent 0,05
4 10
1 0,5
2 0,75
3 1
M-D-T 0,5-4 E06PZ-03130520501 7 15 H...ERHN, HI...ERHL, HIG trapezoid 0,065
5 25
6 4
M-G1-RJ4 E06PZ-03130520701 1 RJ 22 4P RJ connector, RJ 22 type 0,07
M-G2-RJ6 E06PZ-03130520801 1 RJ 11 6P RJ connector, RJ 11 type 0,07
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