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Crimping sets, WZ-LAN

Designed for clamping contacts on telecommunications and ITC conductors. 
Equipped with a wire stripper to remove insulation.
The set is used to crimp telecommunications connectors:
– 4-position, 4P4C (RJ22); 4P2C type
– 6-position, 6P4C (RJ11); 6P6C (RJ12) type
– 8-position, 8P8C (RJ45) type

FEATURES & BENEFITS

replaceable crimping die

set of 3 dies included

crimping shape: “LAN”

ratched mechanism ensures repeatability of terminal crimping on 
cables and completing the crimping process

LOGISTIC DATA

Type WZ-LAN

Index Ergom E06PZ-03130500201

Weight [kg] 1,15

SET CONTAINS Quantity included [pcs.] Comment

M-G1-RJ4 1 Die

M-G2-RJ6 1 Die

M-G3-RJ8 1 Die

Multi Stripper, LAN 0.05-0.5 1 WIRE STRIPPER

Multi Stripper, LAN 0.05-0.5 1 Drive

Plastic case 1 -

CRIMPING

Die
Socket 
code 
no.

Cable 
cross-section 

[mm²]
Terminal 

group Crimping shape

M-G1-RJ4 1 RJ 22 4P RJ connector, RJ 22 type

M-G2-RJ6 1 RJ 11 6P RJ connector, RJ 11 type
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